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1. Specification

1-1. Environment

Spec.
unit Typical min max
Storage temp. (degC) 25 -20 60
Operating temp. (degC) 25 -20 40
Storage humidity (%RH) 65% 10% 90%
Operating humidity (%RH) 65% 10% 90%
1-2. Geometry Property
Dimension & Drawing of products
Spec.
unit Typical min max
Diameter (mm) 160 159.5 160.5
Cut-Out (mm) 150 145 155
MOL (mm) 28.4 27.9 28.9
Weight (q) 420 390 450
Base
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1-3. Electrical Performance
spec
unit Typical min max
Consumption Power (w) 16 14.4 17.6
Input Voltage (v) 230 220 240
Input Current (mA) 76 68 84
Power Factor 0.9
Frequency (Hz) 50/60
Starting time * for EU (sec) 0.5
1-4. LED Chip/Package information LED

LED Vender REFOND/CEC/NATTONSTAR
model no. 2835
Number of LED per boad 72
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1-5. Photometric Performance

Spec.
unit Typical
Color Temp. (k) 3000 4000 5000 6500
Luminous flux (90deg cone) * for EU directional lan] (Im)
total Luminus flux (Im) 1200 1280 1280 1280
CBCP (cd) 530 550 550 550
CRI(Ra) 700 =80
Beam Angle (deq) 100
Efficiency (m/w) 75 | 80 | 80 [ 80
Dimming YES
Tolerance * 6 %
1-6. Lifespan
Lifetime(L70) at 25deg (hours) 40000 @25°C
Switching Cycle (times) 20000 30s on / 60s off

1-7. Light Distribution data / LED's Spectrum wave form

UNIT:cd
—c0/180,104.8
c90/270,105.1
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AVERAGE BEAM ANGLE (50%) :105.0 DEG

1-8. work in special fixture
enclosed (sealed) fixtures (OK or N/A) N/A
thermal-insulation fixtures (OK or N/A) N/A

1-9. compatibility for switch with indicator (Firefly switch)
compatible [(OKorN/A)Y [ OK |
(330kQ) for ~120V, (750kQ) for ~230V, Pana_FireFlySW x 2-parallel, work properly ~ for JPN. * N/A~ lamp witransformer
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2. Regulation Certification

Bay Area Compliance Labs Corp.
Bay Area Compliance Laboratories Corp. (Dongguan)
No.69 Pulongcun, Puxinhu Industrial Zone, Tangxia, Dongguan, Guangdong, China
Phone: +86-769 Fax: +86-769- 1
www.baclcorp.com.cn

ATTESTATION OF CONFORMITY

Date of Issue:2015-11-04 Attestation Number: RXM151012052-01

Bay Area Compliance Laboratories Corp. (Dongguan) declares that testing has been
completed and reports have been generated for:

Product: LED Downlight
Tested Model”:  LUM-DL8H08-25WDIM, LUM-DL6H08-16WDIM,
~ LUM-DL6H08-18WDIM

Multiple Model®: LUM-DL8H09-25WDIM, LUM-DL6H09-16WDIM,
LUM-DL6H09-18WDIM

Applicant: Xiamen Lumiatech Lighting Co.,Ltd.
No0.99 Huizuo Road.Xin Yang Industrial Zone Hai Cang District, Xiamen
City,China

And, in accordance with the following directives:
2004/108/EC Electromagnetic Compatibility
That this product has been assessed against the following standards:

EMC: EN 55015:2013
EN 61547:2009
EN 61000-3-2:2014
EN 61000-3-3:2013

European Union Rules. including the manufacturer’s issuance of a “Declaration of Conformity™.
Additional guidelines can be found at: EMC Directive website:
http://ec.europa.ew/enterprise/electr_equipment/emc/index.htm.
This attestation is specific to the standard(s) stated above and compliance with additional standards and/or
directives may be required.
Note: (1) The model is tested by the lab. @ The models are declared by the applicant that they are Multiple
Models with the tested model in the applicant’s Declaration. The applicant undertakes all the consequences
caused by any false information or concealing.

c € mark is permitted only after all applicable requirements are met in accordance with the

Attested by: Jerry Zhang
EMC Manager

Jorry Zho

Signature

Xiamen Lumiatech lighting CO.,.LTD
Tel :( 86)592-6088080  Fax: (86)592-6088181
www.lumiatech.com



Regulation Certification

APPROYALS®
Certificate of Suitability
Certificate No.: SAA152315
Certificate Holder: Xiamen Lumiatech Lighting Co., Ltd
No.99 Huizuo Road, Xin Yang Industrial Zone,
Hai Cang District,
Xiamen City
P.R. China
Class Description: Non-Declared
Product Description: LED Downlight
Brand Name: Xiamen Lumiatech Lighting Co., Ltd
Model No.: LUM-DL8H08-25WDIM
Markings: 36Vdc 600mA 25W
Class III
Standard: AS/NZS 60598.2.2:2001
AS/NZS 60598.1:2013
Conditions: Nil
Certification Mark: SAA152315 or RCM
Date First Registered: 3 December 2015
Date of Expiry: 3 December 2020
/
For and on Behalf of \\}j
SAA Approvals Pty Led
: JAS-ANZ
SAA App Pty Ltd as by JAS-ANZ under . 5
ISOAEC 17065 certiies in accordance with the SAA Approvals - !
Electrical Product Safety Certification Scheme that the product H
nominated in this certificate complies with standand/s listed )i & i H
When using the RCM the requirements of all relevant parts Q |
of AS/NZS 4417 applicable to the article must be fulfilled.
For SAA Contact Details and to verify this Certificate go to: s |k, Issued: 03-12-15 152315/1
www.saaapprovals.com.au www.jas-anz.org/register
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